TEST REPORT NCA/ECO/190995

ECO RESIN BONDED ANCHORS

Anchor type:

DMM Eco anchor

Resin type:

Resifx 3+ chemical anchor mortar

Bass material:
Mass limestone chosen at random with variables

Placement date:
28.08.1995

Test site:

Yordas Cave Kingsdale Yorkshire

Test equipment:
Hydraulic cylinder pump and gauge No. G10067

Testers:

R. Laybourne (Hilti) test supervisor




L.Sykes CNCC & NCA




M. Lowe DCA & NCA

Observers:

J.Sloane LUG, S. Sykes MYCT

	Anchor No.
	Anchor egress
	Load applied
	Hole prep.
	Note

	
	Kn.
	Kn.
	
	

	1
	36.0
	46.8
	B-A
	1

	2
	46.8
	54.0
	W-B-D
	

	3
	25.2
	29.0
	F-We
	2

	4
	36.0
	54.0
	W-B-D
	

	5
	45.0
	52.2
	W-B
	3

	6
	36.0
	48.6
	W-B-D
	

	7
	23.4
	36.8
	B-A
	4

	8
	45.0
	50.4
	B-A
	

	9
	54.0
	54.0
	B-A
	

	10
	34.2
	44.0
	B-A
	

	11
	18.0
	40.0
	B-A
	

	12
	34.2
	37.8
	W-B-D
	


Preparation codes:
B - hole brushed out




A - compressed air used to expel dust




D – Died with absorbent cloth




W – hole washed flushed with water




We – hole was left wet

Notes:


1: Cementation of limestone particles has occurred, difficult to clean thoroughly


2: Only cleaning was flushing with water

3: Hole was drilled vertically into the floor, cleaned, then filled with water. The

     resin was used to expel the water.

4: Cementation of limestone particles has occurred, difficult to clean thoroughly.

