JUNIPER GULF 

ANCHOR PLACEMENT TEST & MAINTENANCE RECORD


TEST DATE:
07.10.1995
TESTED BY:
G.Jones C.N.C.C. Technical Group
TEST TYPE:
Standard

RESULT/REPORT:

All anchors placements prefixed reference 'JG/GJ' were subjected to the standard test. All the anchor placements were in a satisfactory condition.
ACTION:

None.

TEST DATE:
08.04.1998
TESTED BY:
L. Sykes C.N.C.C. Technical Group
TEST TYPE:
Standard

RESULT/REPORT:

All anchors placements prefixed reference 'JG/GJ' were subjected to the standard test. All the anchor placements were in a satisfactory condition. Anchor reference JG/GJ/25 has slight rotational movement +/- 1mm.

ACTION:

Monitor next inspection 2000
TEST DATE:
03.04.2000
TESTED BY:
L. Sykes C.N.C.C. Technical Group
TEST TYPE:
Standard

RESULT/REPORT:

All anchors placements prefixed reference 'JG/GJ' were subjected to the standard test. All the anchor placements were in a satisfactory condition. Anchor reference JG/GJ/25 has very slight rotational movement +/- 1mm.

ACTION:

Monitor next inspection 2004

TEST DATE:
10.06.2004
TESTED BY:
L. Sykes C.N.C.C. Technical Group
TEST TYPE:
Standard

RESULT/REPORT:

All anchors placements prefixed reference 'JG/GJ' were subjected to the standard test. All the anchor placements were in a satisfactory condition. Anchor reference JG/GJ/25 has very slight rotational movement +/- 1mm.

ACTION:

Monitor next inspection 2007

TEST DATE:
13.10.2006
TESTED BY:
L. Sykes, S. Sykes C.N.C.C. Technical Group
TEST TYPE:
Standard

RESULT/REPORT:

All anchors placements prefixed reference 'JG/GJ' were subjected to the standard test. All the anchor placements were in a satisfactory condition. Anchor reference JG/GJ/25 has very slight rotational movement +/- 1mm.

ACTION:

Monitor next inspection 2010
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