TATHAM WIFE HOLE 

ANCHOR PLACEMENT TEST & MAINTENANCE RECORD


TEST DATE:
18.03.1993
TESTED BY:
 L.Sykes
TEST TYPE:
 Standard

RESULT/REPORT:

All anchors placements prefixed reference 'TW/WO' were subjected to the standard test. All the anchor placements were in a satisfactory condition.
ACTION:

None.

TEST DATE:
03.08.1994
TESTED BY:
 L.Sykes
TEST TYPE:
Standard

RESULT/REPORT:

All anchors placements prefixed reference 'TW/WO' were subjected to the standard test. All the anchor placements were in a satisfactory condition.
Anchor placement TW/WO/23 has slight rotational movement.

ACTION:

Re-Test in twelve (12) months

TEST DATE:
03.08.1995
TESTED BY:
 L.Sykes
TEST TYPE:
Standard

RESULT/REPORT:

All anchors placements prefixed reference 'TW/WO' were subjected to the standard test. All the anchor placements were in a satisfactory condition.
Anchor placement TW/WO/23, the slight rotational movement observed 03.08.1994, this anchor has now locked into the hole and is satisfactory.

ACTION:

None.

TEST DATE:
03.08.1994
TESTED BY:
 L.Sykes
TEST TYPE:
Standard

RESULT/REPORT:

All anchors placements prefixed reference 'TW/WO' were subjected to the standard test. All the anchor placements were in a satisfactory condition.
Anchor placement TW/WO/23, the slight rotational movement observed 03.08.1995, this anchor has now locked into the hole and is satisfactory

ACTION:

Re-Test in 1999

TEST DATE:
11.07.1999
TESTED BY:
 L.Sykes
TEST TYPE:
 Standard

RESULT/REPORT:

All anchors placements prefixed reference 'TW/WO' were subjected to the standard test. All the anchor placements were in a satisfactory condition.
ACTION:

None, next test period 2005





TEST DATE:
08.09.2005
TESTED BY:
 L.Sykes
TEST TYPE:
 Standard

RESULT/REPORT:

All anchors placements prefixed reference 'TW/WO' were subjected to the standard test. All the anchor placements were in a satisfactory condition.
ACTION:

None, next test period 2009





TEST DATE:
28.05.1998
TESTED BY:
 L.Sykes C.N.C.C. Technical Group

TEST TYPE:
Standard

RESULT/REPORT:

All anchors placements prefixed reference 'TW/WO' were subjected to the standard test. All the anchor placements were in a satisfactory condition, with the exception of anchor placements TW/WO/21 & 23, which have rotational movement in excess of 1mm. and will be replaced within three months.

ACTION:

Replace TW/WO/21 & 23 within three (3) months.

MAINTENANCE DATE:
17 July 1999

MAINTENANCE BY:
S.Goodwill C.N.C.C. Technical Group
MAINTENANCE REPORT:

Anchor placements refs: TW/WO/21, TW/WO/23, TW/WO/ 24 & TW/WO/25 were removed and re-installed using Resifix 3+ batch No. N108. These anchor refs. will now be changed to WO/TG

MAINTENANCE DATE:
24 July 1999

MAINTENANCE BY:
S.Goodwill C.N.C.C. Technical Group
MAINTENANCE REPORT:

Anchor placements refs: TW/WO/31, TW/WO/32, TW/WO/ 33 were removed and re-installed using Resifix 3+ batch No. N108. These anchor refs. will now be changed to WO/TG
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