HERON POT 

ANCHOR PLACEMENT TEST & MAINTENANCE RECORD


TEST DATE:
27.11.1993
TESTED BY:
L.Sykes C.N.C.C. Technical Group
TEST TYPE:
Annual
RESULT/REPORT:

All anchors placements prefixed reference 'HP/LS' were subjected to the annual test. All the anchor placements with the exception of HP/LS/22 were in a satisfactory condition.
HP/LS/22 rotational movement of 2-3mm.
ACTION:

Remove anchor and replace anchor placement.

MAINTENANCE DATE:
27.11.1993

MAINTENANCE BY:
L.Sykes C.N.C.C. Technical Group
MAINTENANCE REPORT:

Anchor HP/LS/22 was removed and a new anchor placed using resin batch No. 532064/460/027.

Anchor HP/LS/23 was installed on 27.11.1993 as an additional pull through aid.

Anchor HP/LS/26 was installed on 27.11.1993 as a re-belay.
TEST DATE:
10.04.1995
TESTED BY:
L.Sykes C.N.C.C. Technical Group
TEST TYPE:
Annual
RESULT/REPORT:

All anchors placements prefixed reference 'HP/LS' were subjected to the annual test. All the anchor placements were in a satisfactory condition.
ACTION:

None.

Re Test 2000
TEST DATE:
02.10.2000
TESTED BY:
L.Sykes C.N.C.C. Technical Group
TEST TYPE:
Annual
RESULT/REPORT:

All anchors placements prefixed reference 'HP/LS' were subjected to the annual test. All the anchor placements were in a satisfactory condition.
ACTION:

None, next test period 2005

TEST DATE:
30.10.2005
TESTED BY:
L.Sykes C.N.C.C. Technical Group
TEST TYPE:
Annual
RESULT/REPORT:

All anchors placements prefixed reference 'HP/LS' were subjected to the annual test. All the anchor placements were in a satisfactory condition.
ACTION:

None, next test period 2010
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