LOST JOHN'S CAVE, CENTIPEDE ROUTE 

ANCHOR PLACEMENT TEST & MAINTENANCE RECORD


TEST DATE:
04.12.1995
TESTED BY:
L.Sykes C.N.C.C. technical Group
TEST TYPE:
Standard
RESULT/REPORT:

All anchors placements prefixed reference 'LJ/MC' were subjected to the standard test. All the anchor placements were in a satisfactory condition.
ACTION:

None. Next test period 1997





TEST DATE:
05.03.97
TESTED BY:
C. Bosomworth C.N.C.C. technical Group
TEST TYPE:
Standard
RESULT/REPORT:

All anchors placements prefixed reference 'LJ/MC' were subjected to the standard test. All the anchor placements were in a satisfactory condition.
ACTION:

None. Next test period 2002





MAINTENANCE DATE:
20.09.97

MAINTENANCE BY:
L.Sykes C.N.C.C. Technical Group


MAINTENANCE REPORT:

Anchor references LJ/MC/76, LJ/MC/77 & LJ/MC/78 were placed in addition to the previous placements to facilitate SRT and improve safety. Resifix 3+ with batch number E127 was used to secure the placements.

MAINTENANCE DATE:
02.12.97

MAINTENANCE BY:
L. Sykes, S. Goodwill C.N.C.C. Technical Group


MAINTENANCE REPORT:

Anchor reference LJ/MC/12 was removed and replaced with a new Eco anchor secured with Resifix 3+ chemical anchor mortar. This anchor placement was tested before exiting the site and was secure.

TEST DATE:
25.02.2000
TESTED BY:
S. Goodwill, D. Quail C.N.C.C. Technical Group
TEST TYPE:
Standard
RESULT/REPORT:

All anchors placements prefixed reference 'LJ/MC' were subjected to the standard test. All the anchor placements were in a satisfactory condition with the exception of anchor refs. LJ/MC/61, LJ/MC/62, LJ/MC/31 these have rotational movement of approx 1mm.

Anchor ref. LJ/MC/41, the placement sounds hollow even though the block appears to be attached.
ACTION:

None: Next test period 2004
TEST DATE:
04.05.2004
TESTED BY:
L. Sykes C.N.C.C. Technical Group
TEST TYPE:
Standard
RESULT/REPORT:

All anchors placements prefixed reference 'LJ/MC' were subjected to the standard test. All the anchor placements were in a satisfactory condition.
ACTION:

None. Next test period 2008





LOST JOHN'S CAVE CENTIPEDE ROUTE ANCHOR PLACEMENT TEST RECORD    PAGE 


