LOST JOHN'S CAVE, DOME ROUTE 

ANCHOR PLACEMENT TEST & MAINTENANCE RECORD


TEST DATE:
12.12.1995
TESTED BY:
L.Sykes C.N.C.C. Technical Group
TEST TYPE:
Standard
RESULT/REPORT:

All anchors placements reference LJ/CD 11-43 & 45-52 were subjected to the standard test. All the anchor placements were in a satisfactory condition.
ACTION:

None.



TEST DATE:
28.12.1995
TESTED BY:
L.Sykes C.N.C.C. Technical Group
TEST TYPE:
Standard
RESULT/REPORT:

All anchors placements reference LJ/CD 44 & 61-73 were subjected to the standard test. All the anchor placements were in a satisfactory condition.
ACTION:

None.

MAINTENANCE DATE:
28.12.1995

MAINTENANCE BY:
L.Sykes C.N.C.C. Technical Group


MAINTENANCE REPORT:

Anchor placement LJ/CD/44 was insatlled to facilitate S.R.T. This anchor was tested during the de-rig.

TEST DATE:
12.02.97
TESTED BY:
C. Bosomworth B.C.C. for C.N.C.C. Technical Group
TEST TYPE:
Standard
RESULT/REPORT:

All anchors placements reference LJ/CD were subjected to the standard test. All the anchor placements were in a satisfactory condition. Note: LJ/CD/41 +/- 1mm. movement.
ACTION:

Test LJ/CD/41 before 1999, all other anchor placements re-test in 2003

TEST DATE:07.01.2003
TESTED BY:
C. Bosomworth B.C.C. for C.N.C.C. Technical Group
TEST TYPE:
Standard
RESULT/REPORT:

All anchors placements reference LJ/CD were subjected to the standard test. All the anchor placements were in a satisfactory condition. Note: LJ/CD/41 +/- 1mm. movement.
ACTION:

None, next test period 2007
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